
Serial Hybrid by

MAN 800 to 2000HP

Clutch

E-Motor 180 to 900kw

Parallel Hybrid by

Drive train with ZF 2000 / 3000 gear



SINGLE LINE DIAGRAM

LCL

400VAC/50Hz Hotel

2 x EPT 130
Inverter
40 kW 3x400 VAC

EPT 370 Propulsion
200KW at 1000RPM
400KW at 1900RPM
Up to900kw at 800RPM

EPT 370 Propulsion
200kw 1000RPM
400kw 1900RPM
Up to 900kw 800RPM

Oscillation 
damper

Oscillation
damper

Lithium batteries
Total 300-900 kWh 
Max 700V; Nom 622V; Min 500V

EPT 268 Controller

EPT 268 Controller

EPT Controller
EPT controller

BMS

EPT 205 Truster
27 kW

 2800RPM

EPT 205 Truster
27kW

 2800RPM

EPT DC/DC 
700 / 24 VDC

EPT 5000
DC/DC
48 to 700VDC

700VDC Bus
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Chargers 
18kW to 38kw 6kW CAN
3+N 32/ 64A 2+2N 32A
50/60 HZ 50/60 HZ
210 to 450V AC 230V/110V AC

PLC PLC

PLC PLC PLC

L1 L2 L3 N

Wind Generator

N  L1  L2 N  L1 L2 L3

Solar Power 48V Solar Power 24V 

24VDC Bus
Switch

Variable DC / Generator


